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Thank you for purchasing our equipment. Please read this manual carefully and heed the safety warnings and instructions before 
installing, using or repairing the equipment. This will ensure not only the protection of persons, but also the long life of the equipment. 
Suitable for indoor and outdoor use: bathrooms, bedrooms, living rooms, corridors, utility rooms and areas with high humidity 

 
TECHNICAL PARAMETERS 
Product code WO822 WO823 WO824 
Voltage 220-240V AC 220-240V AC 220-240V AC 
Consumption 12W 18W 28W 
Luminous flux 1020lm 1530lm 2380lm 
Chromaticity 3000K, 4000K, 6000K 3000K, 4000K, 6000K 3000K, 4000K, 6000K 
IP coverage IP54 IP54 IP54 
Dimensions 230 x 45 mm 280 x 47 mm 380 x 57 mm 

 
 
INSTALLATION 
Note: Use the switch on the luminaire to select 
the light colour temperature. CW - cool white, 
NW - neutral white, WW - non-flat white 
 
1. Switch off the power supply before 

installation. 
2. Insert dowels into the pre-drilled holes 
3. Thread the supply cable through the hole in 

the cover and screw it in 
4. Connect the supply cable 
5. Turn the luminaire onto the cover 
6. Switch on the power supply 
 
 
 
 
NOTICE 
- Installation must only be carried out by a qualified electrician. 
- The device is suitable for indoor and outdoor use: bathrooms, bedrooms, living rooms, corridors, utility rooms and places with 

increased humidity. 
- For installation on walls and ceilings. 
- Do not disassemble, repair or modify the equipment. 

 
 
 
 
 
 
 
 
 
 
 
 
 
The light source of this luminaire is non-replaceable, at the end of its service life the entire luminaire must be replaced and disposed of 
in a designated place. This product contains a light source that for design reasons cannot be removed for verification and therefore the 
entire product is considered a light source. The power cord cannot be replaced if damaged, the unit must no longer be used. 
 
The product has been issued with a CE declaration of conformity in accordance with the applicable regulations.  
On request from the manufacturer: info@solight.cz, or downloadable from www.solight.cz/en.  
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